Series 830—Product Properties Test Guidelines
August 1996

Existing Numbers EPA Pub.

712-C—-

830.1000 Background for product properties test guidelines none none none 96-310
Group A—Product Identity, Composition, and Analysis Test Guidelines.
830.1550 Product identity and composition none 158.155 none 96-006
830.1600 Description of materials used to produce the product none 158.160 none 96-007
830.1620 Description of production process none 158.162 none 96-008
830.1650 Description of formulation process none 158.165 none 96-009
830.1670 Discussion of formation of impurities none 158.167 none 96-010
830.1700 Preliminary analysis none 158.170 none 96-011
830.1750 Certified limits none 158.175 none 96-012
830.1800 Enforcement analytical method none 158.180 none 96-013
830.1900 Submittal of samples none 64-1 none 96-015
Group B—Physical/Chemical Properties Test Guidelines.

830.6302 Color none 63-2 none 96-019
830.6303 Physical state none 63-3 none 96-020
830.6304 Odor none 63-4 none 96-021
830.6313 Stability to normal and elevated temperatures, metals, and metal ions none 63-13 none 96-022
830.6314 Oxidation/reduction: chemical incompatabiity none 63-14 none 96-023
830.6315 Flammability none 63-15 none 96-024
830.6316 Explodability none 63-16 none 96-025
830.6317 Storage stability none 63-17 none 96-026
830.6319 Miscibility none 63-19 none 96-027
830.6320 Corrosion characteristics none 63-20 none 96-028
830.6321 Dielectric breakdown voltage none 63-21 none 96-029
830.7000 pH 796.1450 63-12 none 96-030
830.7050 UV/Visible absorption 796.1050 none 101 96-031
830.7100 Viscosity none 63-18 114 96-032
830.7200 Melting point/melting range 796.1300 63-5 102 96-033
830.7220 Boiling point/boiling range 796.1220 63-6 103 96-034
830.7300 Density/relative density/bulk density 796.1150 63-7 109 96-035
830.7370 Dissociation constants in water 796.1370 63-10 112 96-036
830.7520 Particle size, fiber length, and diameter distribution 796.1520 none 110 96-037
830.7550 Partition coefficient (n-octanol/water), shake flask method 796.1550 63-11 107 96-038
830.7560 Partition coefficient (n-octanol/water), generator column method 796.1720 63-11 none 96-039
830.7570 Partition coefficient (n-octanol/water), estimation by liquid chromatography 796.1570 63-11 117 96-040
830.7840 Water solubility: Column elution method; shake flask method 796.1840 63-8 105 96-041
830.7860 Water solubility, generator column method 796.1860 63-8 none 96-042
830.7950 Vapor pressure 796.1950 63-9 104 96-043




